Zebra Proportioning Pump

MIXPP Series - Technical Speciycations

Water Pressure: 10 to 65 psi (.7 to 5.3 kg/lcm”2)

Viscosity, max.: 700 SUS

Fitting Speciycations: 3/4 inch NPT

Accuracy: N .005%

Inlet Hose: 60 long (ID dependent upon model), supplied

No limitations on length, gradual bend only upon installation

Standard Models

Water Temp. Range -40 to 120AF (4 to 49AC)

End Plates 20% Glass-ylled DelrinE
Main Piston 20% Glass-ylled DelrinE
Main Cylinder 304 SST

Water Motor Seals
Upper Valve Block

Buna N w/ UHMW cap seal

Internal Valve 304 SST

Micro Adjust Screw 303 SST

Piston Rod 304 SST

Main Piston Shaft Hard chrome plated

Pump Head Arylic (PVC on 12 GPM models)

HDPE

HDPE (PVC on 26 oz.+ models)
Hastelloy 276 C

Polypropylene

Viton

U/L Valve Screws
Chemical Piston Head
Springs

External Fittings
Chemical Seals

MIXPP Series - Replacement Parts
& Accessories

ALL PARTS Please contact us for parts diagragm of your
model to verify parts required

MIXPPX75 Prepump ylter for proportioning pumps, 200

MIXXWL.1 Water Limiter, 15-150 adjustable PSI range
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304 SST (20% Glass-ylled Delrin on #MIXPP518)

All i-Wo Models
-40 to 180AF (4 to 824AC)

DMAC

20% Glass-ylled DelrinE w/chrome plated shaft
304 SST

Buna N w/ UHMW cap seal

304 SST

304 SST

303 SST

304 SST

Hard chrome plated

PVvC

HDPE

HDPE

Hastelloy 276 C

Polypropylene

Tepon
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Zebra Skimmers Corporation

PO Box 833 Chagrin Falls, OH 44022
www.ZebraSkimmers.com

www.CoolantMaintenance.com

Toll Free 888-249-4855

Phone: 440.349.0141

Fax: 440.349.1211

E February 2008 Zebra Skimmers Corp. All rights reserved.



